
Important InformatIon

The SmartFence will wind up clockwise only due to 
an anti-backing system.  DO NOT wind anti-clock-
wise.  See “Easy Installation Guide” section on how 
to unwind the SmartFence.

If a wire breakage occurs, DO NOT tie a knot to 
repair as this will not feed through the reel system.  
Please replace the entire wire. 

When using the SmartFence on undulating land, 
extra intermediate posts may be required.  
Gallagher provides a range of portable fencing 
posts that are compatible with the SmartFence.  
Contact your local Gallagher dealer or visit www.
gallagherams.com to find out more.

In hard, dry ground conditions the bottom wire can 
be moved to the lowest lug to achieve the required 
wire spacing.

If spare parts are required Gallagher provides a full 
range of SmartFence replacement parts.  Contact 
your local Gallagher dealer or visit www.gallagher-
ams.com to find out more.

SmartFence T4100
Instant portable fence system

Easy Installation Guide
IMPORTANT NOTE |  Attaching the handle
Before using the SmartFence, you will need to attach the handle. To do this, pull out the lynch pin 
from the shaft.  Place the handle over the shaft and lock into place by re-inserting the pin.

STEP 1
Loosen lock nut 
(anti-clockwise).

STEP 2
Pull out end post 
and place in 
ground.

STEP 3
Pull out wires.

STEP 4
Place each post in 
ground as required.

STEP 4A
When a corner post is required, use a guy 
rope to ensure the post is straight.

STEP 5
Tension wire and 
lock nut (clockwise) 
to finish.

STEP 5A
When creating a 
temporary paddock, 
place the reel post 
past the end post 
(see 5). Complete by 
looping the top wire 
around the end post 
to create a contact.

Installing Electrifying the SmartFence

From a permanent fence: 
attach a leadset from the live 
permanent fence wire to the 
metal crimp on the end post.  
This provides the best connection 
point for all four wires.

From a portable energizer: 
attach the green leadset to the 
earth stake and the red leadset 
to the metal crimp on the end 
post. This provides the best con-
nection point for all four wires.

Attaching the SmartFence 
to a Permanent Fence

Loop a guy rope around the 
permanent fence post and 
re-attach to the end post/reel 
post.

A)Place unit 1 in the ground at a 
90 degree angle to the fence line.  
B)Place the end post of unit 2 into 
the first post holder of unit 1.
C)Join wires by looping the top 
wire of unit 2 around the main 
post of unit 1 to create a contact.

Joining two SmartFence 
units for longer fences


